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 TECHNICAL SPECIFICATIONS
    

CLASSIFICATION ACCORDING TO SANS 1449:2012 B4

    

PARAMETER STANDARD REQUIRED ACHIEVED

    

TILES PER BOX 14

TILES PER M2 5.55

M2 PER BOX 2.52

WEIGHT PER BOX 41

BOXES PER PALLET 48

M2  PER PALLET 120

WEIGHT PER PALLET 1475.98

RECOMMENDED GROUTING GAP MM 3 - 5

LENGTH RANGE MM SANS 1449 ± 0.5% 593 -597

WIDTH RANGE MM SANS 1449 ± 0.5% 296.5 - 299.5

THICKNESS RANGE MM SANS 1449 ± 5% 7.5 +/- 0.3

STRAIGHTNESS OF SIDES - % SANS 1449 ± 0.3 ± 0.3

RECTANGULARITY - % SANS 1449 ± 0.5 ± 0.5

CENTRE CURVATURE - % SANS 1449 +0.5 / -0.3 +0.5 / -0.3

EDGE CURVATURE - % SANS 1449 +0.5 / -0.3 +0.5 / -0.3

WARPAGE - % SANS 1449 ± 0.5 ± 0.5

WATER ABSORPTION - % SANS 1449 10 < E < 20 10 < E < 20

MODULUS OF RUPTURE - Mpa SANS 1449 Minimum 15 Minimum 15

SCRATCH RESISTANCE - MOHS SCALE SANS 1449 Minimum 5 6

COEFFICIENT OF LINEAR THERMAL EXPANSION (10-6/C) SANS 1449 Maximum 9 Maximum 9

RESISTANCE TO HOUSEHOLD CHEMICALS AND SWIMMING POOL 

AGENTS
SANS 1449 Mimimum Class B Class AA

RESISTANCE TO STAINNING SANS 1449 Minimum Class II Class I

RESISTANCE TO CRAZING SANS 1449 No crazing No crazing

MOISTURE EXPANSION SANS 1449 < 0.05% < 0.05%
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